Mechanics diagonal nippers

In forged vanadium, oil-hardened steel
For high resistance wire
Induction-tempered cutting edges - Approx. hardness HRc 62 - DIN ISO 5749
B 1815/1 -Thermoplastic coated handles - Polished head - 1 - Y3 pc. 6

B 1815/2 - Very thick two-component handles with hand guard - Polished head - 2 - Y3& pcs. 6

B 1815/5 - Very thick two-component handles with hand guard - Chromed head - 5 - Y$& pcs. 6 [ 4

Nippers

B 1815/6 - With safety ring welded to the grip for use with safety lanyard for connection to a

fall-arresting protections B 1815/1

Permitted breaking load 400 N
Overall length mm 125 140 160 180
Code B 1815 1125 B 1815 1140 B 1815 1160 B18151180 | g
B 1815/1 Each € a
Code B 18152125 B 1815 2140 B 1815 2160 B 1815 2180 B 1815/2
B 1815/2 Each €
Code B 1815 5125 B 1815 5140 B 1815 5160 B 1815 5180 v
B 1815/5 Each € a
Code = — B 1815 6160 B 1815 6180 B 1815/5
B 1815/6 Each € —
Cuts copper wire @ mm| >4,0 >4,0 >4,0 4,0 [ 4
Cuts hard wire @ mm 23 25 3,0 3,0 [\
Cuts high resistence wire @~ mm| 1,5 1,8 2,0 2,5 B 1815/6
HAazeT]
In chrome-vanadium steel
For piano wire
Two-component handles with hand guard - Polished head - DIN ISO 5749 - & pcs. 1
Overall length mm 160 180 200 (4
Code B 1816 2160 B 1816 2180 B 1816 2200 "\
B 1816/2 Each €
Cuts piano wire @ mm 2,0 2,0 2,5
In forged chrome-vanadium, oil-hardened steel - For piano wire
Induction-tempered cutting edges - Approx. hardness HRc 64 o o )
With forged pin for very high performance - Minimum manual effort Joint with forged pin in one piece
Excellent combination of cutting edge angle, transmission ratio, for maximum performance
With 12° offset head
Thermoplastic coated handles - Polished head - 1 - Y3 pcs. 6
Overall length mm 180 200 250
Code B 1818 0180 B 1818 0200 B 1818 0250
B 1818/0 Each €
Cuts low resistance wire @ mm 3,8 4,2 4,6 4 X 199
Cuts medium resistance wire @ mm 2,7 3,0 3,5 a
Cuts high resistance wire 0 mm 2,2 2,5 3,0

v
Standard version - DIN ISO 5749 [
B 1818/1 - Thermoplastic coated handles - Clean head - 1 - Y$& pcs. 6 B 1818/1
B 1818/3 - Very thick two-component handles with hand guard - Polished head - 2 - Y$= pcs. 6
B 1818/4 - Like B 1818/3, but with spring that can be engaged depending on use - Y32 pcs. 6
B 1818/5 - Very thick two-component handles with hand guard - Chromed head - 5 - S pcs. 6 @
B 1818/6 - Very thick two-component handles with hand guard - Chromed head - 5 - S pcs. 6 @
With safety ring

Overall length mm 140 160 180 200 250 B1818/3
Code B 18181140 | B 18181160 | B 1818 1180 | B 1818 1200 | B 1818 1250
B 1818/1 Each € v
Code — B 1818 3160 | B 1818 3180 | B 1818 3200 | B 1818 3250 | @,
B 1818/3 Each € N
Code — |B18184160| B18184180] — = B 1818/4 - With spring
B 1818/4 Each €
Code B 18185140 | B 18185160 | B 1818 5180 | B 1818 5200 | B 18185250 &
B 1818/5 Each € L)
Code - — — | B18186200| B 1818 6250 B 1818/5
B 1818/6 Each € —
Cuts low resistence wire @ mm 3,1 3,4 3,8 4,2 4,6 [ 4
Cuts high resistence wire @ mm 2,0 2,5 2,7 3,0 3,5 [
Cuts piano wire 0 mm 1,5 2,0 2,2 2,5 3,0 B 1818/6
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