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0834 0834 52,50 8 340 200 1854 1854 81,50 18 540 400 2552 2552 97,75 25 520 400
1034 1034 53,50 10 340 200 1894 1894 108,25 18 940 800 2592 2592 159,25 25 920 800
1234 1234 54,75 12 340 200 2013 2013 270,00 20 1320 1200 2837 2837 97,75 28 370 250
1254 1254 66,50 12 540 400 2032 2032 69,00 20 320 200 2857 2857 113,75 28 570 450
1269 1269 74,50 12 690 550 2052 2052 81,50 20 520 400 3037 3037 106,00 30 370 250
1434 1434 57,25 14 340 200 2092 2092 129,25 20 920 800 3057 3057 123,25 30 570 450
1454 1454 69,50 14 540 400 2213 2213 281,75 22 1320 1200 3213 3213 339,75 32 1320 1200
1534 1534 59,50 15 340 200 2232 2232 79,25 22 320 200 3237 3237 112,25 32 370 250
1554 1554 70,75 15 540 400 2252 2252 88,25 22 520 400 3257 3257 135,25 32 570 450
1634 1634 64,25 16 340 200 2292 2292 132,75 22 920 800 3292 3292 197,75 32 920 800
1654 1654 78,00 16 540 400 2452 2452 99,50 24 520 400 3857 3857 178,75 38 570 450
1694 1694 114,50 16 940 800 2513 2513 312,75 25 1320 1200 4057 4057 227,00 40 570 450
1834 1834 66,25 18 340 200 2532 2532 88,75 25 320 200

In nickel-chrome-molybdenum steel, hardened - ISO 5468
SDS-MAX drive
With 4 “X”-shaped cutting edges, set on 2 different levels, 
in carbon steel with self-centring tip
Suitable for faster penetration in the material, high performance 
even during contact with rebar in reinforced concrete, and perfect holes
Long life and excellent resistance to vibrations

Hammer drill bits with 4 cutting edges

In chrome-nickel-molybdenum steel
With cutting edges in hard metal - Burnished and hardened version
Suitable for masonry, natural and artificial rock, reinforced concrete, ceramics, roof tiles
For use with rotation and percussion drills - Threaded hole M 16

Carbide hole cutters

Blade diameter� mm 25 30 35 40 50 68 80 90
Code� B 3638 .... 0025 0030 0035 0040 0050 0068 0080 0090
B 3638� Each  51,50 51,50 54,25 54,25 57,75 71,25 82,50 95,25
N° of blades� 4 6 6 6 6 6 6 8
Drilling depth� mm 60 60 60 60 60 52 60 60
Overall length� mm 80 80 80 80 80 72 80 80

Arbors - With M 16 threaded drive
For use with centre drill B 3638/6
B 3638/4 - With shank  11 mm - Overall length 100 mm
B 3638/5 - With SDS-plus shank - Ø 10 mm - Overall length 105 mm
Code B 3638 4100 B 3638/4 Each  17,50 � 1
Code B 3638 5105 B 3638/5 Each  25,50 � 1

Centring drill Ø 9 mm - For arbors B 3638/4 and B 3638/5
Overall length 120 mm
Code B 3638 6009 B 3638/6 Each  3,34 � 1

Carbide hole cutters complete with accessories
Kit consisting of:
1 carbide hole cutters B 3638 - 1 arbors B 3638/5 - 1 centring drill B 3638/6
Blade diameter� mm 25 30 35 40 50 68 82 90
Code� B 3638 .... 9025 9030 9035 9040 9050 9068 9082 9090
B 3638/9� Each  80,25 80,25 83,00 83,00 86,50 99,75 111,00 124,00

Code E 1001 7000 E 1001/7 Each  462,00 � 1

Power� W 800
Max idle speed� rpm 0÷900
Idle impacts/min� 0÷4000
Single stroke intensity� J 3,1
Max steel drilling Ø� mm 13
Max concrete drilling Ø� mm 28 (68 with core cutters)
Max wood drilling Ø� mm 30
Weight� kg 3,6

Rotary hammers
Mod. GBH 3-28 DFR - With SDS-plus bit holder
With Vibration Control for less vibration and longer working time with less fatigue
L-shaped ergonomic design with soft-grip for a secure and comfortable hold
Antirotation mechanical overload clutch for a high level of work safety
Rotation stop for chiselling - Right/left rotation
Supplied in a carrying case with auxiliary chuck, auxiliary soft-grip handle, depth guide 
and grease tube
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Construction tools

Ø 8÷20 mm

Ø 22÷40 mm

 11 mm

B 3638/4

B 3638/5
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