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Screwdrivers

With combined blades in chrome-vanadium steel with  mm 6,3 (”) 
hexagonal section, matt chromed, burnished tips
Impact-resistant two-component ergonomic handle with coupling for 
inserting the blade frontally for use as a normal screwdriver or in "T" shape
for applying higher torque
        

Double reversible blades, length 160 mm
To be used with the 
handle A 1494/2

* Drive ”  E 6,3 -  pcs. 1

Size 1 2 3 4 5 6 7 8
Code A 1494 1001 A 1494 1002 A 1494 1003 A 1494 1004 A 1494 1005 A 1494 1006 A 1494 1007 A 1494 1008
A 1494/1 Each  10,60 10,60 10,60 10,60 10,60 10,60 10,60 10,60
Tips  4x0,8 -  PH1  5x0,8 -  PZ1  6x1 -  PZ2  7x1,2 -  PZ3  PH2 -  PH3  mm 3 and 4  mm 5 and 6  T6 -  T7
Size 9 10 11 12 13 14 15 17
Code A 1494 1009 A 1494 1010 A 1494 1011 A 1494 1012 A 1494 1013 A 1494 1014 A 1494 1015 A 1494 1017
A 1494/1 Each  10,60 10,60 10,60 10,60 12,30 12,30 12,30 10,60
Tips  T8 -  T9  T10 -  T15  T20 -  T25  T30 -  T40  T10 -  T15  T20 -  T25  T30 -  T45  7x1,2 -  PH1
Size 18 27 30 31 32 33 35 38
Code A 1494 1018 A 1494 1027 A 1494 1030 A 1494 1031 A 1494 1032 A 1494 1033 A 1494 1035 A 1494 1038
A 1494/1 Each  10,60 12,50 18,40 18,40 18,70 18,70 18,70 18,70
Tips  6x1 -  PH2  XZN 5 e 6  mm 5,5*  mm 6*  mm 7*  mm 8*  mm 10*  mm 13*

Screwdrivers with interchangeable blades

Ergonomic handle 
In two-component material, with 2 fittings for the blade: used in "T” format for greater leverage, 
frontal use as a normal screwdriver - Overall length 105 mm
Code A 1494 2000 A 1494/2 Each  22,00  1

Type with extra strong nylon sheath, with through hole for connection 
to the belt and closure on the fabric with Velcro strip
Consisting of:
1 Ergonomic handle  A 1494/2
8 combination blades A 1494/1:
 4x0,8 mm and  PH1 (sz. 1)  PH2 and  PH3 (sz. 5)
 5x0,8 mm and  PZ1 (sz. 2)  5 mm and  6 mm (sz. 7)
 6x1,0 mm and  PZ2 (sz. 3)  Tx 20 and  Tx 25 (sz. 11)
 7x1,2 mm and  PZ3 (sz. 4)  Tx 30 and  Tx 40 (sz. 12)
Dimensions with sheath closed 150x85x35h mm - Weight 0,5 kg
Code A 1494 3000 A 1494/3 Each  97,50  1

Type in synthetic resin case with shockproof corners and non-slip
Consisting of:
  1 ergonomic handle  A 1494/2 with 2 fittings 
12 combination blades  A 1494/1:
 4x0,8 mm and  PH1 (sz. 1)  5 mm and  6 mm (sz. 7)
 5x0,8 mm and  PZ1 (sz. 2)  Tx 6 and  Tx 7 (sz. 8)
 6x1,0 mm and  PZ2 (sz. 3)  Tx 8 and  Tx 9 (sz. 9)
 7x1.2 mm and  PZ3 (sz. 4)  Tx 10 and  Tx 15 (sz. 10)
 PH2 and  PH3 (sz. 5)  Tx 20 and  Tx 25 (sz. 11)
 3 mm and  4 mm (sz. 6)  Tx 30 and  Tx 40 (sz. 12)
Case dimensions 230×130×55h mm - Weight 1,1 kg
Code A 1494 4000 A 1494/4 Each  115,25  1

Accessories for screwdrivers with interchangeable blades
A 1494/11 - Adaptor with hexagonal drive  ” E 6.3 and  ” drive
A 1494/15 - Bit holders with hexagonal drive  ” and  ” drive 
Code A 1494 1100 A 1494/11 L. 150 mm Each  12,70  1
Code A 1494 1500 A 1494/15 L. 155 mm Each  21,30  1

Code M 7103 1300 M 7103/13 Each  92,75  1

Type with 12 blades with highly insulating protective coating
In synthetic resin box with impact resistant, non-slip corners
Complete with resin cap for making blades for precision jobs
Consisting of:
  1 manoeuvre hand grip M 7103/2
12 interchangeable blades M 7103/1:
 sz. 2  2,5x0,4 sz.   8  5,5x1,0 sz. 21  PZ2
 sz. 3  3,0x0,5 sz. 11  6,5x0,4 sz. 27  T10
 sz. 5  3,5x0,6 sz. 14  PH1 sz. 28  T15
 sz. 6  4,0x0,8 sz. 16  PH2 sz. 29  T20
Box dimensions L×D×h 230×130×55 mm - Weight 0,9 kg
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