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Nut splitters, pullers

Suitable for working in absolute safety, without
dangerous slipping of the piece and extraction
out of line with the axis, to extract bearings
inside a cage or a shaft
Zinc-chrome flanges, with through holes for
automatic positioning the arms in line with the
axis so that 100% of the force used is applied
Modern design for greater
functionality and easier to use
thereby increasing productivity
    

Ball bearing puller sets

Sets C 3301/1 consisting of:
-	3 flanges with slots having different angles depending on the bearing to be extracted,
-	extraction arms in sets of 4 pieces for each size,
-	 screws and support rings (only for size 2)
-	bearing-hook-flange comparison table 
In synthetic resin box, dimensions LxDxH 390x290x105 mm
Size� 1 2*
Code C 3301 1001 C 3301 1002
C 3301/1� Each  611,50 629,00

Screw� M10x155 M14x180

Arms sz.
Arms length mm

For ball-bearings ISO

10 20 30 40
120 125 130 135
6000
6001
6002
6003
6200

6201
6202

6203
6004
6005
6006
6300

6301
6302
6007
6008
6204
6009
6010
6303
6304

50 60 70
140 145 150
6011
6012
6206
6207

6305
6306
6307
6208
6209
6403
6210
6211
6407

6212
6404
6405
6406
6308
6309
6310
6311

* With 3 support rings and adapter

Complete set
Consisting of 2 sets
C 3301/1: size 1 and size 2
In plastic case
Dimensions LxDxH 390x290x105 mm
Code C 3301 3000 C 3301/3 Each  1.222,50 � 1

Type for bearings positioned inside a cage or on a shaft
The arms hook onto the bearings in the seat of the balls, in other words in the track between the 
two rings - The flange must be positioned on the internal cage of the bearing before extraction, 
then position the screw on the shaft to proceed with extraction of the bearing
Consisting of: flange with extraction screw and snap-on handle

Pullers - Without arms
Screw M x length� mm 10x160 12x195 14x210 18x230 20x235
Code C 3301 7001 C 3301 7002 C 3301 7003 C 3301 7004 C 3301 7005
C 3301/7� Each  29,70 45,30 57,50 72,00 85,50
Size� 1* 2 3 4 5
Wrench opening � mm 14 14 17 19 22
For hooks C 3301/8� size 10-15 20-25-30 30-35 40-45 45
* Without screwed rod contrast

Forged hardened and tempered steel, hot pressed
Ball bearing pullers

Chrome-vanadium steel pulling arms - In sets of 4 pieces
Overall length� 145 145 177 177 185 187 235 236
Code� C 3301 .... 8010 8015 8020 8025 8030 8035 8040 8045
C 3301/8� Each  68,25 70,50 73,25 74,25 78,75 83,00 126,25 214,25
Size� 10 15 20 25 30 35 40 45
For pullers C 3301/7� size 1 1 2 2 2-3 3 4 4-5

Suitable for ball-bearings�
6000
6001
6002

6003
6004
6005
6200
6201
6202

6006
6203

6007
6008
6009
6010
6204
6205
6300
6301
6302

6011
6012
6303
6304

6206
6207
6208
6305

6209
6210
6306
6307
6403

6211
6212
6308
6309
6310
6311
6404
6405
6406

Center the flange and 
the screw and fix the 
first hook in the slot

Choose the appropriate
hook and fix the first 
one in the internal slot 
of the bearing-ball

Insert the second 
hook and fix it in the 
pit moving the flange 
slightly

Fix in the other 
remaining hooks and 
screws: the hooks are 
fixed and centered 
automatically

Block with a wrench 
the support adaptor 
and act on screw to 
dismantle the
ball-bearing




