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Chisels, drift punches, drift pins

Special self-hardening steel - Painted version
Stone chisels

Type with straight cutting edge
Hardened head, non-deformable - DIN 7254

Beveled rectangular section 
Overall length� mm 200 250 300 350 400 500 600
Code� C 3604 .... 0200 0250 0300 0350 0400 0500 0600
C 3604� Each  10,00 12,00 14,50 16,70 19,10 22,70 28,80
Cut width� mm 26 26 29 29 29 32 32
Section mm 20x12 20x12 23x13 23x13 23x13 26x13 26x13
� pcs. 10 10 5 5 5 5 5

Octagonal section 
Overall length� mm 200 250 300 350 400
Code C 3605 0200 C 3605 0250 C 3605 0300 C 3605 0350 C 3605 0400
C 3605� Each  8,70 10,40 12,50 14,10 16,00
Cut width� mm 23 23 26 26 30
Section mm 16 16 18 18 20
� pcs. 10 10 5 5 5

With straight cutting edge which can be resharpened

Round section , ideal for preventing chipping and enhancing impact
With ribbing for greater strength and lifespan -  6 pcs.
Overall length� mm 250 300 350 400
Code C 3607 3250 C 3607 3300 C 3607 3350 C 3607 3400
C 3607/3� Each  9,00 10,50 11,70 14,10
Cut width� mm 23 23 23 23
Section mm 14 16 16 16

Beveled rectangular section  25x12 mm
With sharp induction hardened point, suitable for splitting bricks and rocks
Cutting width 70 mm - Overall length 220 mm -  6 pcs.
Code C 3607 7070 C 3607/7 Each  12,30 � 6

Type with point - octagonal section 
Hardened head, non-deformable - DIN 7256
Overall length� mm 250 300 350 400
Code C 3608 0250 C 3608 0300 C 3608 0350 C 3608 0400
C 3608� Each  9,80 11,40 12,50 13,50
Section mm 16 18 18 20
� pcs. 10 5 5 5

Type with point that can be resharpened - With round section , ideal for preventing chipping 
and enhancing impact - With ribbing for greater strength and lifespan -  6 pcs.
Overall length� mm 250 300 350 400
Code C 3609 3250 C 3609 3300 C 3609 3350 C 3609 3400
C 3609/3� Each  7,80 7,00 9,30 9,90
Section mm 14 16 16 16

Overall length� mm 200 200 250 250 300
Code C 3610 1001 C 3610 1002 C 3610 1003 C 3610 1004 C 3610 1005
C 3610/1� Each  5,80 5,80 7,20 7,90 8,70
Cut width� mm 8 10 12 14 14
Section�     

Self-hardening chrome-vanadium steel - Painted version
Straight cutting edge - Hardened non-deformable head - 10 pcs.

Electrician’s chisels

Code C 3611 0000 C 3611 Each  12,60 � 10

Self-hardening chrome-vanadium steel - Painted version
Hardened non-deformable head 
Suitable for grooves or long cuts on walls and sheet metal - Dimensions 240x26x7h mm
C 3611	 - Straight version
C 3611/1	- Sloped version

Extra-flat chisels

Code C 3611 1000 C 3611/1 Each  25,80 � 5
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