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Screwdriver bits

 ” drive - DIN 3126 C 6.3

Blade tip� mm 3x0,5 3,5x0,6 4x0,5 4x0,8 4,5x0,6 5x0,8 5,5x0,8 5,5x1 6x1 6,5x1,2 8x1,2
Code� A 1577 .... 1003 1035 1039 1004 1045 1005 1055 1056 1006 1065 1008
A 1577/1 - Standard� Each  1,45 0,95 1,22 0,95 0,95 0,95 0,79 0,79 0,79 0,79 1,42

Length 25 mm

For slotted screws 

Code� A 1577 ....  — — — — — 4005 — 4056 — 4065 4008
A 1577/4 - TiN� Each  — — — — — 1,88 — 1,88 — 1,61 2,27
Code� A 1577 ....  — — — — — — — 5056 — 5065 5008
A 1577/5 - Diamond� Each  — — — — — — — 5,70 — 5,70 5,70

For «PHILLIPS» screws 

Length 25 mm
Tip DIN� 0 1 2 3 4*
Code A 1577 6000 A 1577 6001 A 1577 6002 A 1577 6003 A 1577 6004
A 1577/6 - Standard� Each  0,95 0,60 0,60 0,60 3,01
Code — A 1587 6001• A 1587 6002• — —
A 1587/6� Pack of 100 pcs.  — 59,70 61,30 — —

Code — A 1577 7001 A 1577 7002 A 1577 7003 —
A 1577/7 - Impact� Each  — 3,90 3,90 4,06 —
Code — A 1577 1101 A 1577 1102 A 1577 1103 —
A 1577/11 - TiN� Each  — 1,22 1,22 1,22 —
Code — A 1587 1101• A 1587 1102• — —
A 1587/11 - TiN�Pack of 100 pcs.  — 115,00 100,90 — —
Code — A 1577 1301 A 1577 1302 A 1577 1303 —
A 1577/13 - Diamond� Each  — 4,57 4,57 4,57 —
• In pack  of 100 bits
* Length 32 mm

Length 50 mm
Tip DIN� 2 3
Code A 1577 9002 A 1577 9003
A 1577/9 - Standard� Each  1,92 1,92
Code A 1577 1202 A 1577 1203
A 1577/12 - TiN� Each  3,20 3,05

Code — A 1577 1401 A 1577 1402 A 1577 1403 —
A 1577/14 - Torsion� Each  — 1,34 1,34 1,45 —

Diamond

Standard

Torsion

Impact

TiN

INOX

In milled chrome-nickel-molybdenum-vanadium steel, very strong and torsion resistant
 10 pieces
In special high-performance steel - Optimised geometry
Inserts with less hardness in the torsion area, suitable for absorbing torque peaks, effectively 
preventing damage to the screw and insert, and increasing the lifespan of the tool
 5 pieces
In milled chrome-nickel-molybdenum-vanadium steel, very strong and torsion resistant, 
for a remarkable decrease of force peaks during screwing
Suitable for use with A 1589/43 adapter on impact screwdrivers
 5 pieces
In stainless steel, they protect from rust, oxydation and corrosion on screws and other 
components, increasing its duration and wear-resistance
 10 pieces
In milled chrome-nickel-molybdenum-vanadium steel with TiN coating
For mass production, high performance, long service life and exceptional resistance to 
wear
 10 pezzi
In milled chrome-nickel-molybdenum-vanadium steel with diamond coating, it reduces 
the risk of the bit coming out of the head of the screw (CAM-OUT effect), making it 
possible to screw it on delicate or fine surfaces with less consumption of the screw head 
and tip of the bit
 10 pieces

Standard version	 -

Torsion version	 - 

Impact version	 - 

INOX version	 -

TiN coated version	 -

Diamond version	 -



 "  - DIN 3126 C 6,3



A 1577/1 -

A 1577/5 -

A 1577/4 - TiN -

Diamond -

Standard -  10 pcs.

 10 pcs.

 10 pcs.



TiN -A 1577/12 -  10 pcs.

A 1577/9 - Standard -  10 pcs.



A 1577/6 -

A 1577/7 -

A 1577/14 - Torsion -

Impact -

Standard -  10 pcs.

 5 pcs.

 5 pcs.

A 1577/11 - TiN -  10 pcs.

A 1577/13 - Diamond - 10 pcs.

 10 pcs.  = indivisible pack




