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Screwdriver bits

 ” drive - DIN 3126 C 6.3
In high-resistance special steel
With coloured ring to clearly identify the type of tip 
Supplied in hanging, reclosable indivisible blister pack of 10 pieces
Torsion version:	In special high-performance steel - Optimised geometry
	 Inserts with less hardness in the torsion area, suitable for absorbing torque peaks, effectively preventing
	 damage to the screw and insert, and increasing the lifespan of the tool

For slotted  screws - Length 25 mm
Blade tip� mm 3 x 0,5 4 x 0,8 5 x 0,8 6 x 1
Code A 1577 5103 A 1577 5104 A 1577 5105 A 1577 5106
A 1577/51 - Standard� Each  0,72 0,72 0,72 0,72

For «PHILLIPS» screws  - Length 25 mm
Tip DIN� 1 2 3
Code A 1577 6101 A 1577 6102 A 1577 6103
A 1577/61 - Standard� Each  0,64 0,64 0,64

For «POZIDRIV» screws  - Length 25 mm
Tip� 1 2 3
Code A 1577 6501 A 1577 6502 A 1577 6503
A 1577/65 - Standard� Each  0,64 0,64 0,64

For «TORX» screws � T 10 15 20 25 27 30 40
Code� A 1577 .... 7110 7115 7120 7125 7127 7130 7140
A 1577/71 - Standard� Each  0,82 0,82 0,82 0,82 0,82 0,82 0,82

For «TORX» screws  - Length 25 mm

For «TORX» TAMPER RESISTANT  screws  - Length 25 mm
For «TORX» screws � T 10 15 20 25 27 30 40
Code� A 1577 .... 7510 7515 7520 7525 7527 7530 7540
A 1577/75 - Standard� Each  0,93 0,93 0,93 0,93 0,93 0,93 0,93

For hexagon socket screws  - Length 25 mm
For hexagon screws � mm 3 4 5 6
Code A 1577 8103 A 1577 8104 A 1577 8105 A 1577 8106
A 1577/81 - Standard� Each  0,82 0,82 0,82 0,82

Code A 1577 6201 A 1577 6202 A 1577 6203
A 1577/62 - Torsion� Each  0,70 0,70 0,70

Code A 1577 6601 A 1577 6602 A 1577 6603
A 1577/66 - Torsion� Each  0,70 0,70 0,70

Code� A 1577 ....  7210 7215 7220 7225 7227 7230 7240
A 1577/72 - Torsion� Each  0,88 0,88 0,88 0,88 0,88 0,88 0,88

Code A 1596 1500 A 1596/15  - Torsion Each  22,00 � 16

Set of bits

Type with 14 bits      and bit holder
2 bits for slotted screws  4 - 6 mm
2 bits for PHILLIPS screws  - Tip DIN 1 - 2
2 bits for POZIDRIV screws  - Tip 1 - 2
3 bits for screws with hexagonal socket  3 - 4 - 5 mm
5 bits for TORX screws  T10 - T15 - T20 - T25- T30
1 magnetic bit holder adapter with drive  ” and quick release sliding holder
Supplied in plastic case

Code A 1596 3200 A 1596/32  - Torsion Each  54,00 � 12

Type with 30 Torsion bits       bit holder and ratchet lever
4 bits for slotted screws  3 - 4 - 5 - 6 mm
4 bits for PHILLIPS screws  - Tip DIN 1 - 2 (2 pcs.) - 3
4 bits for PHILLIPS screws  - Tip DIN 2 - 1 - 2 (2 pcs.) - 3
4 bits for screws with hexagonal socket  3 - 4 - 5 - 6 mm
7 bits for TORX screws  T10 - T15 - T20 - T25 - T27 - T30 - T40
7 bits for TORX screws TAMPER  T10H - T15H - T20H - T25H - T27H - T30H - T40H
1 reversible bit holder ratchet lever  ”, length 90 mm
1 magnetic bit holder adapter with drive  ” - Drive  E 6,3
Supplied in plastic case With Torsion

bits

With Torsion
bits



A 1577/61 - Standard - 10 pcs.

A 1577/62 - Torsion -  5 pcs.



A 1577/65 - Standard - 10 pcs.

A 1577/66 - Torsion -  5 pcs.

 "  - DIN 3126 C 6,3



A 1577/51 - Standard - 10 pcs.



A 1577/71 - Standard - 10 pcs.

A 1577/72 - Torsion -  5 pcs.



A 1577/75 - Standard - 10 pcs.



A 1577/81 - Standard - 10 pcs.
         

 10 pcs.  = indivisible pack




