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Cable reels

For 230 V voltage

Type with plug and 3-pins sockets (2 phase 230V + earthing) 16A according to CEE standards
Shatterproof thermoplastic reel
Cable length� m 25
Code E 1068 1025
E 1068/1� Each  121,00
Cable section� mm² 3x1,5
Max cable absorption� reeled in 1000 W
Max cable absorption� extended 3500 W
Weight� kg 3,8

Manufactured according to accident prevention standards EN 61242 - EN 55014 - EN 55104
For internal and external use
With PVC cable
Galvanized steel tube frame, with ergonomic handle to be also used as a  cable guide to 
prevent the cable from twisting and from getting damaged during winding and unwinding
Protection level IP 44

Cable reels for industrial use

Type with plug and 2 3-pins sockets (2 phase 230V + earthing) 16A according to CEE standards 
and Schuko socket
Shatterproof thermoplastic reel
Cable length� m 25 25 50
Code E 1068 2024 E 1068 2025 E 1068 2050
E 1068/2� Each  147,00 220,00 205,00
Cable section� mm² 3x1,5 3x2,5 3x1,5
Max cable absorption� reeled in 1000 W 1300 W 1000 W
Max cable absorption� extended 3500 W 3500 W 3500 W
Weight� kg 4,4 6,4 6,9

For 400 V three-phase voltage

Type with plug and 5-pins socket (3 phase 400V + neutral + earthing) 16A according to 
CEE standards and 2 Schuko sockets
Shatterproof thermoplastic reel
With thermal cut-off, indicator light and self-closing covers
Max absorption: with reeled in cable 1200 W - with unreeled cable 11000 W
Cable length� m 30
Code E 1069 2030
E 1069/2� Each  262,00
Cable section� mm² 5x1,5
Weight� kg 8,7

Type with galvanized sheet metal reel, rustproof
Cable length� m 33 50
Code E 1068 3033 E 1068 3050
E 1068/3� Each  273,00 441,00
Cable section� mm² 3x2,5 3x2,5
Max cable absorption� reeled in 1300 W 1000 W
Max cable absorption� extended 3500 W 3500 W
Weight� kg 8,9 13

Cable length� m 10 20
Code E 1070 3010 E 1070 3020
E 1070/3� Each  123,25 241,00
Cable section� mm² 3x1,5 3x1,5
Max cable absorption� reeled in 1200 W 1000 W
Max cable absorption� extended 1800 W 2300 W

Robust plastic housing with bracket for fitting on walls, for setting reeling direction
Cable overheating protection, with red light
With strong coil spring for pulling out and rewinding the cable, with releasable stop
Rubber cable with 16A socket and 16A plug

Automatic cable reels
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All cable reels are equipped with a
safety thermal cut-out that
disconnects voltage automatically
in case of excessive cable
overheating (approx. 55°C) and
with the red indicator light
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