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Drills

HSS
Co 5%

DIN
1899

Type
N RH

118°
With reinforced straight shank - Tolerance -0,004

Microdrills

In indivisible pack  of 10 pcs.

Ø
mm Code F 7541 

Each 

Shank
Ø

mm
L

mm
L

mm

0,70 F 7541 0070 5,80 1 25 5,6
0,80 F 7541 0080 6,40 1,5 25 6,3
0,90 F 7541 0090 6,50 1,5 25 7,1
1,00 F 7541 0100 6,60 1,5 25 8,0

 

Ø
mm Code F 7541 

Each 

Shank
Ø

mm
L

mm
L

mm

0,35 F 7541 0035 6,70 1 25 2,8
0,40 F 7541 0040 6,20 1 25 3,6
0,45 F 7541 0045 6,40 1 25 3,6
0,50 F 7541 0050 6,20 1 25 4,0
0,60 F 7541 0060 6,30 1 25 4,5

Ø
mm Code F 7541 

Each 

Shank
Ø

mm
L

mm
L

mm

0,15 F 7541 0015 14,50 1 25 1,0
0,20 F 7541 0020 6,20 1 25 1,8
0,22 F 7541 0022 6,30 1 25 1,8
0,25 F 7541 0025 6,10 1 25 2,2
0,30 F 7541 0030 6,10 1 25 2,2

 

 Extra-short type
Suitable for tinsmiths

C shape

F 7543

F 7543/1

DIN
1897HSS Type

M RH

118°

130°

 10 pcs.

Ø
mm

Code
F 7543 

....
F 7543 

Each 

Code
F 7543 

....
F 7543/1

Each 
L mm
F 7543

L mm
F 7543/1

Ø
mm

Code
F 7543 

....
F 7543

Each 

Code
F 7543 

....
F 7543/1

Each 
L mm
F 7543

L mm
F 7543/1

3,00 0300 0,93 1300 0,89 46 35 3,75 0375 1,24 1375 1,16 52 40
3,10 0310 0,93 — — 49 — 4,00 0400 1,24 1400 1,16 55 40
3,25 — , 1325 0,99 49 40 4,10 0410 2,01 — — 55 —
3,30 0330 1,04 — — 49 — 4,50 0450 1,91 — — 58 —
3,50 0350 1,08 1350 1,02 52 40 5,00 0500 2,41 — — 62 —

Suitable for portable drills - To apply rivets, for car body repairs and drilling thin materials in general
Twist drills for rivets and car body repairs

Ø
mm Code F 7544 

Each 
L

mm
L

mm

3,00 F 7544 0300 2,55 49 11
3,30 F 7544 0330 2,50 49 11
3,50 F 7544 0350 2,55 52 14

Ø
mm Code F 7544 

Each 
L

mm
L

mm

5,00 F 7544 0500 3,45 62 17
 
 

Ø
mm Code F 7544 

Each 
L

mm
L

mm

4,00 F 7544 0400 2,91 55 14
4,20 F 7544 0420 2,95 55 14
4,50 F 7544 0450 4,81 58 17

 10 pcs.

HSS DIN
1897

Type
M RH

118°

Particularly suited for car body repairers, sheet metal workers and to apply rivets
No centering needed
Easy drilling with light pressure, no material deformation

Sheet metal drills

RHHSS
Co 5%

F 7549/1 - Standard version
F 7549/2 - Version with TiCN coating
Diameter mm 6 8
Code F 7549 1006 F 7549 1008
F 7549/1 Each  9,10 12,20

Self-centering drills for use on electric drills on spot welding and thin sheet metal
High precision
Centering is not required due to the specially sharpened point

     

Spot weld drills

Code F 7549 2006 F 7549 2008
F 7549/2 Each  14,60 19,70
Overall length mm 66 79

Short version, with TiCN coating - Diameter 8 mm - Overall length 40 mm
Special shank for use on pneumatic tools (Spitznas, Pneutek and Japanese models)
Code F 7549 4008 F 7549/4 Each  17,70  1

Spot weld cutter  F 1 pag. 510

F 7549/1

F 7549/2




