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F 4

Taps, dies

M Pitch
mm

pilot 
hole Ø
mm

Code
F 7863 

….
Each  Code

F 7863 
….

Each  Code
F 7865 

….
Each  Code

F 7865 
….

Each  Code
F 7865 

….
Each  Code

F 7868 
….

Each  Code
F 7871 

….
Each 

4 0,7 3,30 3004 30,60 4004 29,70 — — — — — — — — — —

5 0,8 4,20 — — 4005 31,40 — — — — — — — — — —

6 1 5,00 3006 46,60 4006 45,20 — — 4006 50,50 — — — — — —

8 1,25 6,80 3008 52,00 4008 50,25 — — 4008 63,00 — — 0008 23,50 0008 24,40

10 1,5 8,50 3010 39,30 4010 38,20 3010 65,50 4010 65,50 — — 0010 42,00 0010 46,60

12 1,75 10,20 3012 47,50 4012 46,10 3012 77,00 4012 77,00 5012 54,75 0012 51,00 — —

14 2 12,00 3014 58,25 4014 86,25 3014 94,00 4014 94,00 5014 72,50 — — 0014 43,60

16 2 14,00 3016 67,50 4016 65,00 3016 108,25 4016 71,00 5016 84,00 0016 73,00 — —

18 2,5 15,50 3018 137,00 4018 132,50 3018 148,50 4018 148,50 — — 0018 74,00 0018 94,25

20 2,5 17,50 3020 92,50 4020 137,00 3020 158,25 4020 158,25 — — — — — —

22 2,5 19,50 — — 4022 182,50 — — 4022 135,75 — — 0022 96,00 0022 94,25

24 3 21,00 — — 4024 182,50 — — 4024 205,75 — — — — 0024 128,00

27 3 24,00 — — 4027 165,00 — — — — — — 0027 122,00 — —

coarse 
pitch

F 7863/3 F 7863/4 F 7865/3 F 7865/4 F 7865/5 F 7868 F 7871
Model 6245

Grulo-Spez.-R
6345

Grulo-Spez.-G
7255

Rapid-Spez.-R
7275

Rapid-VA-G
7235

Rapid V4A
6008 C-GG 6044

Grulo-Alu
DIN 376 376 376 376 376 376 376
Version/Shape C/right helix 

40°
C/right helix 

40° B/lead chamfer B/lead chamfer C/lead chamfer C/Nitrided C/right helix 
45°

Steel HSS-E HSS-E HSS-E HSS-E HSS-E HSS-E HSS-E
Tolerance ISO 2-6H ISO 2-6H ISO 2-6H ISO 2-6H ISO 6HX ISO 6HX ISO 2-6H

For holes           
For material group: 1.3.1 - 1.3.2

5.1
1.4 - 1.6

3.1 - 3.2.1
1.3.1 - 1.3.2

5.1
1.2 - 1.4 - 1.6

3.1 - 3.2.1
1.4 - 1.5 - 1.6
3.2.12.1 - 2.2 2.1 - 2.2 3.1

ISO metric 
threading
DIN 13

Red ring Green ring
Nitrided

Green ring Nitrided

Vaporized

    
Red ring Violet ring

M HSS HSS-E DIN
376

ISO
2-6H

ISO
6HX

Machine taps

To choose the right tap and coating indication, see tables from page 526




