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Morse taper drill chuck arbors, drill sleeves and taper wipers

For conical attachments

For Morse tapers
For taper� Morse 1 2 3 4 5
Code G 0910 0001 G 0910 0002 G 0910 0003 G 0910 0004 G 0910 0005
G 910� Each  19,30 21,10 25,30 35,50 46,30

Suitable for cleaning inside and outside couplings - Oil and grease resistant
In plastic material with synthetic leather tabs to prevent scratches and marks

Taper wipers

For ISO tapers
For taper� ISO 30 40 45 50
Code G 0911 0030 G 0911 0040 G 0911 0045 G 0911 0050
G 911/0� Each  22,50 33,70 48,80 59,75

For HSK tapers

For cleaning outside the tapers
For taper� HSK 32 40 50 63
Code G 0911 2032 G 0911 2040 G 0911 2050 G 0911 2063
G 911/2� Each  70,25 73,75 76,50 80,75

For cleaning outside the tapers
G 911/3 - With grip
G 911/4 - Hand-held model
For taper� HSK 63
Code G 0911 3063
G 911/3� Each  80,75
Code G 0911 4063
G 911/4� Each  73,75

Type for cylindrical attachments - With spring system for easy insertion in the holes to be cleaned
For internal hole Ø� mm 16 20 25 32 40
Code G 0911 7016 G 0911 7020 G 0911 7025 G 0911 7032 G 0911 7040
G 911/7� Each  51,00 51,00 56,25 63,25 66,75
Cleaner tabs lenght� mm 75 75 85 105 110

Fixed type, in forged steel - Nickel-plated finish
For taper� Morse 1 - 2 3 4 5 - 6
Code G 0912 1012 G 0912 1003 G 0912 1004 G 0912 1056
G 912/1� Each  6,80 8,10 13,90 26,00
Overall length� mm 140 190 225 265

For taper DIN 228
Morse taper extractors

Semi-automatic type - Manual use, to prevent damaging the taper and the tab
For taper� Morse 1-3 4-6
Code G 0912 2013 G 0912 2046
G 912/2� Each  48,60 139,00
Overall length� mm 330 380

Body in tempered and ground steel - With 60° point
Solid lathe centers

Normal type
G 915 - Entirely in steel
G 914 - With carbide point
Morse taper� 1 2 3 4 5 6
Code� G 0915 .... 0001 0002 0003 0004 0005 0006
G 915� Each  12,70 17,10 22,40 37,00 61,50 187,50
Code� G 0914 .... 0001 0002 0003 0004 0005 —
G 914� Each  30,50 23,60 36,10 46,30 67,50 —
Overall length� mm 80 100 125 160 200 280

Released type for grinding, with carbide point 
Morse taper� 2 3 4
Code G 0916 1002 G 0916 1003 G 0916 1004
G 916/1� Each  41,10 50,25 68,50
Overall length� mm 100 125 160
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