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Micrometers

Measuring range� mm 0÷6,5 0÷13 0÷25
Code H 4301 1065 H 4301 1013 H 4301 1025
H 4301/1� Each  65,00 57,00 57,00
Drum Ø� mm 9 13 18
Spindle Ø� mm 3,5 5 6,35
Shank attachment Ø� mm 6 9,5 10
Characteristics� Spherical tips With sensitive clutch With sensitive clutch

With  mm (0,01 mm) graduation - Accuracy ±2 μm
Contact tips with hard metal insert - Matt chromed drum - With rotating spindle

Micrometer heads

Type with protection level IP 65 (against dust penetration and water splashes)
PRESET, ZERO/ABS, HOLD functions  - Accuracy ±2 μm
Measuring range 0÷25 mm - Spindle Ø 6,35 mm - Drum Ø 18 mm - Shank attachment Ø 12 mm
Prepared for “Digimatic” data output with cable H 4845/2
Code H 4301 3025 H 4301/3 Each  418,00 � 1

 mm (0,001 mm) graduation
Contact tips with hand metal insert - Tempered steel spindle - Sensitive clutch
For accurate measurements on tools, machines and measuring devices without errors
Wide, easy to read display - SR-44 battery powered

Digital micrometer heads

Code H 4845 2000 H 4845/2 Each  119,00 � 1

IP cable for data transmission to PC, suitable for micrometers IP65 - USB 2.0 outlet
Length 2 m

Type with rotating display (330°) and non-rotating spindle
ON/OFF, PRESET, +/- functions (change of sign) , ZERO/ABS - Accuracy ±3 μm
Measuring range 0÷50 mm - Spindle Ø 11 mm - Drum Ø 49 mm - Shank attachment Ø 18 mm
Prepared for “Digimatic” data output with cable H 4845/4
Code H 4301 4050 H 4301/4 Each  772,00 � 1

Code H 4845 4000 H 4845/4 Each  104,00 � 1
Cable for data transmission to PC - USB 2.0 outlet - Length 2 m

Measuring range� mm 50÷150 50÷300 50÷500 50÷1000 50÷1500
Code H 4302 0150 H 4302 0300 H 4302 0500 H 4302 1000 H 4302 1500
H 4302� Each  221,00 316,00 432,00 574,00 752,00
N° extensions� 3 5 6 8 10

Extension length� mm 13-25-50 13-25-50
50-100

13-25-50
50-100-200

13-25-50
50-100-200

200-300

13-25-50
50-100-200

200-200
300-300

With  mm (0,01 mm) graduation
The cylindrical calibration blocks of the extensions are under constant spring pressure
Matt chromed drum Ø 15 mm - Spindle pitch 0,5 mm - Stroke 13 mm - Tube Ø 12,5 mm
With individual identification number and adjustment wrench

Set for internal micrometers

Type with  mm (0,01 mm) graduation
Measuring range� mm 5÷30 25÷50 50÷75 75÷100
Code H 4303 0030 H 4303 0050 H 4303 0075 H 4303 0100
H 4303� Each  237,00 274,00 285,00 326,00
Accuracy� ± μm 5 6 7 8

Convex tips in hard metal ground and lapped
Matt chromed bush and drum Ø 18 mm - Spindle pitch 0,5 mm - Measuring force 1÷6 N
With individual identification number - Supplied with case

Internal micrometers

Digital type with  mm (0,001 mm) graduation
PRESET, ZERO/ABS, HOLD functions
Wide, easy to read, 5-digit 7,5 mm display - SR-44 battery powered
Prepared for “Digimatic” data output with cable H 4845/2
Measuring range� mm 5÷30 25÷50
Code H 4304 0030 H 4304 0050
H 4304� Each  745,00 782,00
Accuracy� ± μm 5 6
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