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Gauge blocks, thread gauges, feeler gauges

Code H 4527 0170 H 4527 Each  1.589,00 � 1

Stabilized cast iron bench, with ground sliding guides and 2 grooves width 32 mm
Suitable for checking concentricity, planarity, rotundity, parallelism and diameters
With pair of counterpoints, in tempered and ground steel, one of which is fixed
and one is movable and it can be adjusted through the lever 
Counterpoints precision: lateral ±0,006/500 mm - vertical ±0,006/500 mm
Points height 170 mm
Max distance between the points 500 mm
Sleeves Ø 28 mm - Vertical stand Ø 16 x h 200 mm
With support for dial indicators with shank Ø 8 mm h6 with micrometric adjustment
Tool dimensions LxDxh 940x330x480 mm
Approx. weight 70 kg
Supplied in wooden box - Without dial indicator

Concentricity test bench

In special, stabilized steel, high resistance to wear
Accuracy DIN EN ISO 3650 - Super-finished surfaces with symmetrical lapping
Upon request, Accredia or DKD certificate can be supplied

Gauge block sets

 - For workshop
H 4530/0 - Accuracy level 0
H 4530/1 - Accuracy level I
H 4530/2 - Accuracy level II
Pieces� n° 32 47 87
Code H 4530 0032 H 4530 0047 H 4530 0087
H 4530/0� Each  687,50 960,00 1.379,50
Code H 4530 1032 H 4530 1047 H 4530 1087
H 4530/1� Each  457,00 697,00 818,00
Code H 4530 2032 H 4530 2047 H 4530 2087
H 4530/2� Each  300,00 443,50 649,50

Case dimension          mm

Consisting of

Pcs dim. mm progr. Pcs dim. mm progr. Pcs dim. mm progr.
1
9
9
9
4

1,005
1,01÷1,09
1,1÷1,9
1,0÷9,0
10÷50

—
0,01
0,10
1,00
10,00

1
21
8
8
9

1,005
1,00÷1,20
1,30÷2,00
3,00÷10,0
20÷100

-
0,01
0,10
1,00

10,00

9
49
19
10
-

1,001÷1,009
1,01÷1,49
0,5÷9,5
10÷100

-

-
0,01
0,10
1,00

-
190x130x50h 390x175x52h 320x190x60h

 - For control room
With individual identification number and testing certificate
H 4531/0 - Accuracy level 0 - Suitable for checking other blocks
H 4531/1 - Accuracy level I
With pieces� n° 47 87
Code H 4531 0047 H 4531 0087
H 4531/0� Each  2.161,00 2.969,00
Code H 4531 1047 H 4531 1087
H 4531/1� Each  1.664,00 2.173,00

Case dimension          mm

Consisting of

Pcs dim. mm progr. Pcs dim. mm progr.
1
9
10
8
9
10

1,005
1,01÷1,09
1,10÷1,19
1,2÷1,9

1÷9
10÷100

-
0,01
0,01
0,1
1
10

9
49
19
10
-
-

1,001÷1,009
1,01÷1,49
0,5÷9,5
10÷100

-
-

0,001
0,01
0,5
10
-
-

390x175x52h 390x200x52h

 - For control room
With individual identification number and testing certificate
Accuracy level I
With pieces� n° 32 47 87 103
Code H 4531 6032 H 4531 6047 H 4531 6087 H 4531 6103
H 4531/6� Each  793,00 1.394,00 1.822,00 2.464,00

Case dimension          mm

Consisting of

pc dim. mm progr pc dim. mm progr pc dim. mm progr pc dim. mm progr
1
9
9
9
3
1

1,005
1,01÷1,09
1,1÷1,9

1÷9
10÷30

60

-
0,01
0,1
1

10
-

1
9
9

24
4
-

1,005
1,01÷1,09
1,1÷1,9
1÷24

25÷100
-

-
0,01
0,1
1

25
-

9
49
19
10
-
-

1,001÷1,009
1,01÷1,49
0,5÷9,5
10÷100

-
-

0,009
0,01
0,50
10
-
-

1
49
49
4
-
-

1,005
1,1÷1,49
0,5÷24,5
25÷100

-
-

-
0,01
0,5
25
-
-

240x125x60h 345x200x65h240x125x60h 345x200x65h




