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Jacks

Max. head capacity� t 2,5 5 10 16 20
Code L 3391 0025 L 3391 0005 L 3391 0010 L 3391 0016 L 3391 0020
L 3391� Each  265,40 336,40 564,40 912,20 1.131,90

Conforming to EN 1494 safety standards
Entirely in steel, hot-stamped gears
With handle-operated locking clutch
Carrying handle - Handle with folding grip
Supplier's brand, jack capacity and date of manufacture are stamped on the steel body
L 3391	 - With safety handle
L 3391/3	 - With ratchet movement safety handle

Rack jack

Code L 3396 1000 L 3396/1 Each  278,80 � 1

In forged steel
Multiple use: lifting, pulling, road, mining and camping works etc.
With large base for gravelly and soft ground
Movable jaws adaptable to any position along the upright
It can be mounted with vertical attachment through the use of an appropriate pivot hook with 
padlock and lever
Individually checked and tested
Height 1220 mm - Capacity 3500 kg
Working range without extension 950 mm - Weight 13,5 kg

Mechanical jack

Conforming to DIN 76024
Entirely in steel - With lever handle
Jacks with capacity from 5 to 30 t have a height-adjustable head through screw

Hydraulic jacks

Capacity� t 3 5 10 15 20 30
Code� L 3403 .... 0003 0005 0010 0015 0020 0030
L 3403� Each  143,75 173,50 226,00 298,00 418,50 600,50
Min÷max height� mm 200÷325 220÷485 240÷515 245÷515 285÷575 295÷585
Weight kg 4,8 5,5 8 10 18 25

Capacity� t 1 1 3,5
Code L 3405 0001 L 3405 0011 L 3405 0035
L 3405� Each  64,00 77,25 143,75
Min÷max height� mm 280÷480 380÷650 440÷740
Base size� mm 260x260 260x260 300x300
Weight kg 3 4 8

In steel - Suitable for car support
Large and stable base 
Adjustable height with safety pin

Jack stands

 - BOARD
Below-vehicle creeper with robust, high-resistance plastic frame
Ergonomic shape with areas for comfortable movement of arms and side 
spaces to hold tools and hardware
Suitable for comfortable operations underneath the vehicle
With padded head cushion, practical carrying handle, and 6 wheels
Max load capacity 140 kg - Dimensions LxDxh 1020x470x120 mm - Weight 4,4 kg

Mechanic’s creepers

Code C 3270 1000 C 3270/1 Each  55,00 � 1
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Code L 3391 3025 L 3391 3005 L 3391 3010 — —
L 3391/3� Each  314,00 398,00 632,00 — —
Max. foot capacity� t 1,75 3,5 7 11,2 14
Total height closed� mm 735 765 770 900 960
Min. height side bracket� mm 73 83 90 160 150
Max. lifting from ground� mm 345 360 320 320 300
Weight kg 15 22 38 65 89




