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Pulley blocks, winches, chain lever hoists

Capacity� kg 500 1000 2000 3000
Code L 3448 0500 L 3448 1000 L 3448 2000 L 3448 3000
L 3448� Each  141,25 223,75 302,50 522,00
For beam width� mm 64÷152 64÷203 83÷203 102÷203
Min. radius of curvature� m 0,9 1 1,1 1,3
Approx. weight� kg 7 13 21 35

For use with chain lever hoists L 3425
Suitable for sliding on double “T” and “” beams
With push movement - Wheels with variable distance equipped with ball bearings

Hoist trolley

Capacity� kg 1000 2000 3000 5000
Code L 3450 1000 L 3450 2000 L 3450 3000 L 3450 5000
L 3450� Each  99,25 115,75 158,25 208,25
Beam width "A"� mm 75÷210 75÷210 75÷305 75÷305
External dimension "B"� mm 182÷328 182÷328 214÷460 214÷460
Beam thickness "D"� mm 26 26 35 35
Clamp depth "C"� mm 77 85 107 121
Hoist attachment "E" Ø� mm 20 20 22 28
Weight kg 4 4,6 8,4 10

For lever or chain hoists attaching on double T beams
Strong, compact construction
Simple and fast adjustment on beams 
With threaded screws for fast adjustment of the clamp on the beam

Beam clamp

Capacity "LC"*� t (daN) 0,4 (400) 2,5 (2500) 5 (5000)
Code L 3550 0004 L 3550 0025 L 3550 0005
L 3550/0� Each  6,30 25,75 163,75
Band length� m 6,5 8,5 8,5
Band width� mm 25 50 75

Suitable for fixing, binding and clamping with high clamping force and
maximum safety, according to EN 12195-2 standards, all materials that must be 
transported by road and rail
With galvanized steel ratchet tensioner
Lever with anti-slip safety lock
Ribbon in highly wear-resistant polyester and reduced elasticity 

Type with continuous sling

Capacity "LC"*� t (daN) 0,4 (400) 2,5 (2500) 5 (5000)
Code L 3550 3004 L 3550 3025 L 3550 3005
L 3550/3� Each  9,30 28,90 187,75
Band length� m 6,5 8,5 8,5
Band width� mm 25 50 75

Belt type with locking hooks

With simple hook

Capacity "LC"*� t (daN) 2,5 (2500)
Code L 3550 5025
L 3550/5� Each  28,60
Band length� m 8,5
Band width� mm 50

With double hook
With edge adapter

Capacity "LC"*� t (daN) 2,5 (2500)
Code L 3550 6025
L 3550/6� Each  42,40
Band length� m 8,5
Band width� mm 50
* “LC”: maximum load for use in straight line traction that a fabric
belt is designed to bear under operating condition, for the load in ring
condition double the capacity

With triangle and carabine 
hook-type safety hook
Gate 20 mm
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