Clamps

Universal clamps

Entirely in steel with forged jaws and ribbed rail - Galvanized finish

Upper jaw and rail are part of the same steel profile with special ribbed shape to bear high
pressure

Lower jaw in forged steel with tempered screw and orientable plate up to 35°

For high performance

Version with sliding lever
Lower jaw in forged steel with tempered screw and plate orientable up to 35°

Section of the special-shaped rail

Span width mm| 120 160 200 250 300 400
Code L6143... 2120 2160 2200 2250 2300 2400
L 6143/2 Each €

Throat depth mm 60 80 100 120 140 120
Rail section L x ¢ mm|13,5x6,5| 16 x7,5 |19,56x9,5/22x10,5| 25x12 | 25 x12
Clamping force (at 150 mm)  N| 2700 3000 4500 5500 6700 7500
A= "] pcs. 10 10 10 10 8 8
Span width mm| 500 600 800 1000 1250 1500
Code L6143... 2500 2600 2800 2990 2992 2995
L 6143/2 Each €

Throat depth mm| 120 120 120 120 120 120
Rail section L x ¢ mm| 25x12 | 25x12 | 27 x13 | 27 x18 | 27 x13 | 27 x13
Clamping force (at 150 mm)  N| 7500 7500 10000 10000 10000 10000
= pcs. 6 6 4 4 4 4

Version with fast ratchet-action locking lever

Span width mm 120 160 200 250 300
Code L 61433120 | L 6143 3160 | L 6143 3200 | L 6143 3250 | L 6143 3300
L 6143/3 Each €

Throat depth mm 60 80 100 120 140
Rail section L x ¢ mm| 13,5x6,5 16x7,5 19,6x9,5 | 22x10,5 25 x 12
Clamping force (at 150 mm) N 1600 3000 3500 4000 5000
=" pcs. 10 10 10 10 10
Span width mm 400 500 600 800 1000
Code L 6143 3400 | L 6143 3500 | L 6143 3600 | L 6143 3800 | L 6143 3990
L 6143/3 Each €

Throat depth mm 120 120 120 120 120
Rail section L x ¢ mm| 25x12 25 x 12 25 x 12 27 x 138 27 x 13
Clamping force (at 150 mm) N 5500 5500 5500 6000 6000
=" pcs. 10 6 6 6 6

Version with two-component, ergonomic swivel handle
The special shape of the handle allows the increase of the clamping force

Span width mm 200 250 300 400 600
Code L 61450200 | L 6145 0250 | L 6145 0300 | L 6145 0400 | L 6145 0600
L 6145 Each €
Throat depth mm 100 120 140 120 120
Rail section L x ¢ mm| 19,5x9,56 | 22x10,5 25x12 25x12 25x12
Clamping force (at 150 mm) ~ N| 4500 5500 6700 7500 7500
=" pcs. 10 10 10 5 5
Heavy duty clamps

Entirely in steel with forged jaws and threaded rail - Galvanized finishing
Upper jaw and rail are part of the same steel profile with special shape threading to bear high
pressure

Version for very high pressure, with sliding lever
Extra strong rail with increased section for max pressure of about 12000 N (width 150 mm)
|ower jaw in forged steel with tempered screw and plate orientable up to 35°

Span width mm| 250 300 500 | 800 | 1000 | 1250 | 1500 | 2000
Code L 6143...] 4250 | 4300 | 4500 | 4800 | 4990 | 4992 | 4995 | 4999
L 6143/4 Each €

Throat depth mm| 120 120 120 120 120 120 120 120
Rail section L x ¢ mm|30 x 15|30 x 1530 x 15|30 x 15|30 x 15/30 x 15|30 x 15|30 x 15
=" pcs| 10 10 6 4 4 4 4 1
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