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Hose clips, cable ties

With rounded edges to ensure a tight seal without damaging the hose
High-resistance and it can be reused several times - High clamping with low tightening torque 
Particularly suitable for automotive, industrial, gardening and household industry
Sold exclusively in indivisible pack  of 25 pcs.

Perforated hose clamps

Band width 8 mm - Hex head 6 mm - Clamping force 2,8 Nm
L 6578/1 -	Band and case in stainless steel AISI 430 - Mod. PS8 - W2 - Screw in galvanized steel
L 6580/1 -	Entirely in stainless steel AISI 304 -  Mod. PSS8 - W4
	 Suitable  for moist and corrosive environments  (shipyard, food sector etc.)
For hoses with� Ø mm 8÷12 10÷16 14÷24 18÷28 24÷36 25÷45 32÷52 40÷60 47÷67 62÷82
Code� L 6578 …. 1008* 1010* 1014* 1018* 1024 1025 1032 1040 1047 1062
L 6578/1� Each  0,38 0,42 0,47 0,47 0,56 0,60 0,65 0,69 0,74 0,83
Code� L 6580 …. 1008 1010 1014 1018 1024 1025 1032 1040 1047 1062
L 6580/1� Each  0,51 0,51 0,56 0,60 0,65 0,74 0,78 0,83 0,92 1,01
*  50 pcs.

For hoses with� Ø mm 14÷22 18÷28 24÷36 25÷45 32÷52 40÷60 47÷67 62÷82 77÷97 92÷112 107÷127122÷142137÷157
Code� L 6578 …. 2014 2018 2024 2025 2032 2040 2047 2062 2077 2092 2107 2122 2137
L 6578/2� Each  0,74 0,78 0,83 0,87 1,01 1,05 1,10 1,10 1,14 1,24 1,37 1,73 1,91

Band width 13 mm - Hex head 8 mm - Clamping force 5 Nm (4 Nm up to Ø 18-28 mm)
L 6578/2 -	Band and case in stainless steel AISI 430 - Screw in galvanized steel - Mod. PS13 - W2
L 6580/2 	 Entirely in stainless steel AISI 304 - Mod. PSS13 - W4
	 Suitable  for moist and corrosive environments  (shipyard, food sector etc.)

Code� L 6580 …. 2014 2018 2024 2025 2032 2040 2047 2062 2077 2092 2107 2122 2137
L 6580/2� Each  1,14 1,19 1,24 1,33 1,37 1,42 1,46 1,46 1,46 1,60 1,82 2,09 2,37

Suitable for high sealing operations, two inverted T-bolts can be added in order to increase the clamping force
For use in hydraulic, construction, irrigation and agricultural industry etc.
With band, plate and raised edge - Locking screw with hex head
Sold exclusively in indivisible pack  (see note below the table)
L 6583/1 -	In galvanized steel - Mod. TB - W1
L 6583/5 -	Entirely in stainless steel AISI 304 - Mod. TBSS - W4
	 Suitable for moist and corrosive environments (shipyard, food sector, etc.)

T-bolts

For hoses with� Ø mm 17÷19 20÷22 23÷25 26÷28 29÷31 32÷35 36÷39 40÷43 44÷47 48÷51
Code� L 6583 …. 1017 1020 1023 1026 1029 1032 1036 1040 1044 1048
L 6583/1� Each  0,74 0,74 0,74 0,78 0,92 0,92 0,92 1,01 1,24 1,24
Code� L 6583 …. 5017 5020 5023 5026 5029 5032 5036 5040 5044 5048
L 6583/5� Each  2,14 2,14 2,18 2,18 2,68 2,73 2,77 2,82 3,31 3,36
Screw Ø x length� mm M5x40 M5x40 M5x40 M5x40 M6x50 M6x50 M6x50 M6x50 M6x60 M6x60
Band width x thickness� mm 18x0,6 18x0,6 18x0,6 18x0,6 20x0,8 20x0,8 20x0,8 20x0,8 22x1,2 22x1,2
For hoses with� Ø mm 52÷55 56÷59 60÷63 64÷67 68÷73 74÷79 80÷85 86÷91 92÷97 98÷103
Code� L 6583 …. 1052 1056 1060 1064 1068 1074 1080 1086 1092 1098
L 6583/1� Each  1,28 1,28 1,33 1,69 2,09 2,14 2,23 2,32 2,37 2,41
Code� L 6583 …. 5052 5056 5060 5064 5068 5074 5080 5086 5092 5098
L 6583/5� Each  3,40 3,45 3,50 4,76 5,20 5,20 5,30 5,40 5,50 5,70
Screw Ø x length� mm M6x60 M6x60 M6x60 M8x75 M8x75 M8x75 M8x75 M8x75 M8x75 M8x80
Band width x thickness� mm 22x1,2 22x1,2 22x1,2 22x1,2 24x1,5 24x1,5 24x1,5 24x1,5 24x1,5 24x1,5
For hoses with� Ø mm 104÷112 113÷121 122÷130 131÷139 140÷148 149÷161 162÷174 175÷187 188÷200  
Code� L 6583 …. 1104 1113 1122 1131 1140 1149 1162 1175 1188
L 6583/1� Each  2,50 2,55 2,64 3,72 3,81 3,90 4,04 4,53 4,58
Code� L 6583 …. 5104 5113 5122 5131 5140 5149 5162 5175 5188
L 6583/5� Each  5,90 6,00 6,10 8,80 9,00 9,50 9,90 10,20 10,40
Screw Ø x length� mm M8x80 M8x80 M8x80 M10x105 M10x105 M10x105 M10x105 M10x120 M10x120
Band width x thickness� mm 24x1,5 24x1,5 24x1,5 26x1,7 26x1,7 26x1,7 26x1,7 26x1,7 26x1,7
 up to Ø 92÷97 10 pcs. for L 6583/1 and 5 pcs. for L 6583/5 - from Ø 98÷103 to Ø 188÷200 pcs. 1

Suitable for small hoses used for cars, motorbikes, agricultural machines and lawn mowers.
Single-piece band width 9 mm, with unthreading hex bolt - Hex head 7 mm 
Sold in indivisible packs  of 10 pcs.
L 6586/1 -	In galvanized steel - Mod. MC - W1 - 	 Clamping force 2,8 Nm
L 6586/3 -	Entirely in stainless steel AISI 304 - Mod. MCSS - W4
	 Suitable for moist and corrosive environments (shipyard, food sector, etc.) - Clamping force 3 Nm

"Miniclamp" hose clamp

For hoses with� Ø mm 7÷9 8÷10 9÷11 10÷12 11÷13 12÷14 13÷15 14÷16 15÷17 16÷18
Code� L 6586 …. 1007 1008 1009 1010 1011 1012 1013 1014 1015 1016
L 6586/1� Each  0,24 0,24 0,29 0,29 0,29 0,29 0,29 0,29 0,29 0,29
Code� L 6586 …. 3007 3008 3009 3010 3011 3012 3013 3014 3015 3016
L 6586/3� Each  0,74 0,78 0,83 0,83 0,83 0,87 0,87 0,87 0,87 0,92
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