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Hose clips, cable ties

Conforming to DIN 3016
With galvanized steel band coated with antivibration rubber to ensure the highest protection for cables and hoses by 
reducing vibrations
Reinforced locking point in the connection hole
Suitable for stable fastening on hoses, cables and wires in the automotive sector
Sold in indivisible pack  of 50 pcs.

“P-Clamp” hose clamp

Band width “L” 12 mm - Hole Ø 5,3 mm
For hoses with Ø mm 6 8 10 12
Code L 6589 1206 L 6589 1208 L 6589 1210 L 6589 1212
L 6589/12 Each  0,24 0,24 0,38 0,42

Band width “L” 15 mm - Hole Ø 6,4 mm
For hoses with Ø mm 12 14 16 18 20 22 24
Code L 6589 …. 1512 1514 1516 1518 1520 1522 1524
L 6589/15 Each  0,47 0,51 0,56 0,60 0,65 0,65 0,65

Band width “L” 20 mm - Hole Ø 8,4 mm
For hoses with Ø mm 22 24 26 28
Code L 6589 2022 L 6589 2024 L 6589 2026 L 6589 2028
L 6589/20 Each  0,83 0,87 1,01 1,05

Entirely in galvanized steel - Mod. 2EC - W1
Non-reusable
Suitable for strong clamping on small and medium-size hoses used for welding operations, on compressed air system, small 
household electrical appliances etc. 
Quick assembly with combination pliers or pincers
Sold in indivisible pack  of 10 pcs.

2 ears clamps

For hoses with Ø mm 5÷7 7÷9 9÷11 11÷13 13÷15 14÷17 15÷18 17÷20 18÷21
Code L 6594 …. 1005 1007 1009 1011 1013 1014 1015 1017 1018
L 6594/1 Each  0,15 0,15 0,20 0,20 0,20 0,24 0,24 0,24 0,29
Band width "L" mm 6 7 7 7 7,5 7,5 7,5 7,5 7,5
For hoses with Ø mm 20÷23 22÷25 23÷27 25÷28 28÷31 31÷34 34÷37 37÷40
Code L 6594 …. 1020 1022 1023 1025 1028 1031 1034 1037
L 6594/1 Each  0,29 0,29 0,38 0,38 0,42 0,42 0,51 0,56
Band width "L" mm 7,5 9 9 9 9,5 9,5 9,5 10

In stainless steel - INOX - Mod. W4
Continuous band, with tooth and fastening hook to prevent accidental unlocking 
Quick and easy assembly, suitable for side-by-side mounting
With coloured band to prevent the application of hose clips with similar dimensions on the same hose
Clip length 6 mm from Ø 8,5-9,5 to 14-15 - 8 mm with Ø 14,5-15,5 to 24-25,5
Sold in indivisible pack  of 50 pcs.

"CLIC" type hose clamps

For hoses with Ø mm 8,5÷9,5 9÷10 9,5÷11 10÷11,5 10,5÷11,5 11÷12 11,5÷12,5 12÷13
Code L 6595 1085 L 6595 1009 L 6595 1095 L 6595 1010 L 6595 1105 L 6595 1011 L 6595 1115 L 6595 1012
L 6595/1 Each  0,41 0,41 0,41 0,41 0,41 0,41 0,41 0,41
Hose clamp Ø mm 8 8,5 9 9,5 10 10,5 11 11,5
For hoses with Ø mm 12,5÷13,5 13÷14 13,5÷14,5 14÷15 14,5÷15,5 15÷16 15,5÷16,5 16÷17
Code L 6595 1125 L 6595 1013 L 6595 1135 L 6595 1014 L 6595 1145 L 6595 1015 L 6595 1155 L 6595 1016
L 6595/1 Each  0,41 0,41 0,41 0,41 0,41 0,41 0,41 0,41
Hose clamp Ø mm 12 12,5 13 13,5 14 14,5 15 15,5
For hoses with Ø mm 16,5÷17,5 17÷18 17,5÷18,5 18÷19 18,5÷19,5 19÷20 19,5÷21 20÷21,5
Code L 6595 1165 L 6595 1017 L 6595 1175 L 6595 1018 L 6595 1185 L 6595 1019 L 6595 1195 L 6595 1020
L 6595/1 Each  0,41 0,41 0,41 0,41 0,48 0,48 0,48 0,48
Hose clamp Ø mm 16 16,5 17 17,5 18 18,5 19,5 19,5
For hoses with Ø mm 20,5÷22 21÷22,5 21,5÷23 22÷23,5 22,5÷24 23÷24,5 23,5÷25 24÷25,5
Code L 6595 1205 L 6595 1021 L 6595 1215 L 6595 1022 L 6595 1225 L 6595 1023 L 6595 1235 L 6595 1024
L 6595/1 Each  0,48 0,48 0,48 0,48 0,48 0,48 0,48 0,48
Hose clamp Ø mm 20 20,5 21 21,5 22 22,5 23 23,5

Pliers for CLIC type straps and clamps CLIC  C 0 pag. 284

Self-locking hose clamp pliers  C 0 pag. 285 
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