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Magnets

Flat, cylindrical shape
L 6692	 - Samarium-cobalt magnet (SmCo) - Soft galvanized steel coating - Resistant up to 200°C
L 6692/3	 - Neodymium magnet - Soft galvanized steel coating - Resistant up to 80°C
Diameter� mm 6 x 4,5 8 x 4,5 10 x 4,5 13 x 4,5 16 x 4,5 20 x 6 25 x 7 32 x 7
Code� L 6692 .... 0006 0008 0010 0013 0016 0020 0025 0032
L 6692� Each  2,62 2,97 4,49 4,88 7,40 10,40 15,80 24,10

Long cylindrical shape

AlNiCo magnets - Soft steel coating - Resistant up to 400°C
Diameter� mm 6 x 10 8 x 12 10 x 16 13 x 18 16 x 20 20 x 25 25 x 30 32 x 35 40 x 45
Code� L 6694 .... 1006 1008 1010 1013 1016 1020 1025 1032 1040
L 6694/1� Each  4,02 4,02 4,49 4,92 6,50 8,90 18,20 30,70 62,75
Holding force� N 2 3 5 10 15 35 80 150 200

Code� L 6692 .... 3006 3008 3010 3013 3016 3020 3025 3032
L 6692/3� Each  2,33 1,97 3,67 5,40 6,40 11,70 15,90 33,00
Holding force L 6692� N 5 11 12 40 60 90 150 220
Holding force L 6692/3� N 5 13 25 60 95 140 200 350

Cylindrical flat shape with hole
Neodymium magnet - Soft galvanized steel coating - Resistant up to 80°C
Diameter� mm 10 x 4,5 13 x 4,5 16 x 4,5 20 x 6 25 x 7 32 x 7 40 x 8 48 x 11,5
Code� L 6693 .... 3010 3013 3016 3020 3025 3032 3040 3048
L 6693/3� Each  1,30 1,57 2,93 3,87 6,00 9,50 14,00 22,60
Holding force� N 13 30 75 105 160 310 500 870
Hole Ø� mm 3 3 3,5 4,5 4,5 5,5 5,5 8,5

Type with rubber coating and neodymium nucleus - Resistant up to 80°C
Diameter� mm 22 x 6 43 x 6 66 x 8,5 88 x 8,5
Code L 6697 3022• L 6697 3043 L 6697 3066 L 6697 3088
L 6697/3� Each  11,30 16,60 24,80 37,90
Code L 6698 3022• L 6698 3043 L 6698 3066 L 6698 3088
L 6698/3� Each  11,30 16,60 24,80 37,90

Superior holding force - Brass coating
L 6694/2 - Samarium-Cobalt magnet (SmCo) - Resistant up to 200°C
L 6694/3 - Neodymium magnet - Resistant up to 80°C
Diameter� mm 6 x 20 8 x 20 10 x 20 13 x 20 16 x 20 20 x 25 25 x 35 32 x 40
Code� L 6694 .... 2006 2008 2010 2013 2016 2020 2025 2032
L 6694/2� Each  4,33 5,60 7,20 9,50 13,40 22,20 42,30 64,75
Code� L 6694 .... 3006 3008 3010 3013 3016 3020 3025 3032
L 6694/3� Each  4,75 5,50 7,60 11,70 21,70 29,30 35,90 89,75
Holding force L 6694/2� N 8 22 40 60 125 230 400 600
Holding force L 6692/3� N 10 25 45 70 150 280 450 700

Cylindrical shielded magnets to concentrate all the magnetic force in a single area 
Particularly suitable for lifting applications and where locking is required 
Also indicated for positioning various equipment in welding, gluing and locking etc.

Permanent magnets

Flat shaped type with threaded pin
L 6690	 - Ferrite magnet - Soft galvanized steel coating - Resistant up to 100°C
L 6690/3	 - Neodymium magnet - Galvanized steel coating - Resistant up to 80°C
Diameter� mm 6 8 10 13 16 20 25 32 36 40 47 50 57 63
Code� L 6690 .... — — 0010 0013 0016 0020 0025 0032 0036 0040 0047 0050 0057 0063
L 6690� Each  — — 1,73 1,77 2,39 2,66 2,89 3,20 3,87 4,14 6,30 6,70 10,60 12,00
Code� L 6690 .... 3006 3008 3010 3013 3016 3020 3025 3032 — — — — — —
L 6690/3� Each  2,51 2,73 4,15 6,00 5,80 12,60 13,10 15,60 — — — — — —
Holding force L 6690� N - - 4 10 18 30 40 80 100 125 180 220 280 350
Holding force L 6690/3� N 5 13 25 60 95 140 200 350 - - - - - -
Height (without pin)� M 4,5 4,5 4,5 4,5 4,5 6 7 7 8 8 9 10 10,5 14
Threaded pin L 6690� M — — 3 3 3 3 4 4 4 5 4 6 4 8
Threaded pin L 6690/3� M 3 3 3 3 4 4 4 5 — — — — — —

Code L 6698 6022 L 6698 6043 L 6698 6066 L 6698 6088
L 6698/6� Each  11,30 16,60 24,80 37,90
Holding force� N 35 85 180 420
Threaded pin L 6697/3� M 4 6 8 8
Threaded bush L 6698/3� M 4 4 5 8
Threaded hole L 6698/6� M 4 4 6 6
* without bar/socket - • Holding force 50 N L 6698/6
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