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Magnets

Horseshoe type, with dual polarity - Resistant up to 500°C
Suitable for holding small components and for testing the ferrous quantity inside the materials - They can be used in painting 
systems
The small dimensions and compactness make them particularly versatile
Height mm 11 25
Code L 6703 0011 L 6703 0025
L 6703� Each  7,20 6,70
Holding force� N 9 24
Distance between poles� mm 64 64

Strong magnetic force type - Resistant up to 550°C
Particularly suitable to hold and lift heavy loads - With cylindrical hole for attachment (gr. 35 and 41 with 2 holes)
Height mm 20 25 30 35 41
Code L 6704 0020 L 6704 0025 L 6704 0030 L 6704 0035 L 6704 0041
L 6704� Each  14,90 23,10 34,50 75,25 125,75
Holding force� N 45 90 118 235 370
Distance between poles� mm 15 20 23 28 34
Hole Ø� mm 5 5 5 7,9 7,9

Type with cylindrical bar - Resistant up to 450°C
Diameter mm 6 x 20 8 x 25 10 x 30
Code L 6705 0006 L 6705 0008 L 6705 0010
L 6705� Per pair  3,20 6,20 10,00
Holding force� N 5 7 9

Type with rectangular bar - Resistant up to 450°C
Height mm 20 40 50 60 75
Code L 6706 1020 L 6706 1040 L 6706 1050 L 6706 1060 L 6706 1075
L 6706/1� Per pair  7,50 12,30 25,00 18,10 31,10
Holding force� N 6 14 19 12 13
Length x thickness� mm 10 x 5 12,5 x 5 15 x 10 15 x 5 15 x 10

Code L 6708 0000 L 6708 Per pair  99,75 � 1

Suitable for welding works and holding sheets, flat iron pieces and profiles
The angle is adjustable, also in tight spaces, through two screws
Clamping force 120 N
Dimensions LxDxH 60x25x29h mm (single magnet) - Total length 127 mm - Weight 0,7 kg

Permanent magnetic holder

Magnets in AlNiCo magnetic material in an aluminium container to concentrate all the magnetic force in a single area
The aluminium container is inserted in soft steel
Particularly suitable for lifting applications and where locking is required
Also indicated for positioning various equipment in welding, gluing and locking etc.

Permanent magnets

With cylindrical hole - For mounting

Long, cylindrical shape - Resistant up to 220°C
Diameter mm 17 x 16 20 x 19 27 x 25 35 x 30
Code L 6700 0017 L 6700 0020 L 6700 0027 L 6700 0035
L 6700� Each  8,10 8,10 10,90 19,70
Holding force� N 26 40 61 47
Height mm 6 6 6 6

Flat, cylindrical shape, for working in tight spaces - Resistant up to 550°C
Diameter mm 19 x 7,5* 29 x 8,7 38 x 10,4
Code L 6701 0019 L 6701 0029 L 6701 0038
L 6701� Each  7,30 8,80 12,50
Holding force� N 30 50 130
Height mm 3 4 4
* Resistant up to 100°C

Cylindrical shape with grooves
Particularly suitable for mounting pieces that work with high temperature - Resistant up to 550°C
Diameter mm 13 x 9,5 19 x 12,5 25 x 16
Code L 6702 0013 L 6702 0019 L 6702 0025
L 6702� Each  4,33 6,40 10,30
Holding force� N 7 19 34
Height mm 4,8 4,8 4,8

Height 25 mmHeight 11 mm




