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Non sparking tools

Code M 7266 0000 M 7266 Each  197,00  1

Code M 7267 0000 M 7267 Each  222,75  1

Code M 7272 0000 M 7272 Each  243,00  1

Code M 7274 1002 M 7274/1 Each  658,50  1

In copper-beryllium alloy - Be-Cu
With 1 cutting wheel and 2 guide rollers
For "÷2" (Ø 10÷50 mm) pipes
Overall length 380 mm - Weight approx. 2,2 kg

Pipe cutters

"Swedish" type - DIN 5234
In copper-beryllium alloy - Be-Cu
With jaws at 45° and synthetic resin coated handles
For pipes Ø inches 1  2
Code M 7275 5112 M 7275 5002
M 7275/5 Each  597,50 720,50
Maximum opening mm 38 50
Overall length mm 430 530
Weight approx. kg 1,5 2,2

Pipe wrench

Code M 7265 9000 M 7265/9 Each  127,25  1

Strong hand grip with enlarged opening and handles coated in thermoplastic resin
Blade length 98 mm - Overall length 225 mm 
M 7265/9 - In aluminium-copper alloy - Al-Cu - Weight approx. 210 g
M 7266   - In copper-beryllium alloy - Be-Cu - Weight approx. 245 g

Scissors

Code M 7266 9000 M 7266/9 Each  144,50  1

For straight cuts - Right cut
Cutting edge length 75 mm - Overalll length 300 mm 
M 7266/9 - In aluminium-copper alloy - Al-Cu - Weight approx. 410 g
M 7267  - In copper-beryllium alloy - Be-Cu - Weight approx. 490 g

Metal sheet shears

Code M 7271 9000 M 7271/9 Each  157,00  1

Open hinge pin with 5 adjustment options
Handles clad in thermoplastic resin
For tubes  Ø ÷1  inch - Min - max opening 6÷32 mm
Overall length 250 mm 
M 7271/9 - In aluminium-copper alloy - Al-Cu - Weight approx. 310 g
M 7272    - In copper-beryllium alloy - Be-Cu - Weight approx. 325 g

Water pump pliers

"Stillson" Model
M 7275/9 - In aluminium-copper alloy - Al-Cu
M 7276  - In copper-beryllium alloy - Be-Cu
Overall length mm 250 300 350 450 600
Code M 7275 9250 M 7275 9300 M 7275 9350 M 7275 9450 M 7275 9600
M 7275/9 Each  142,50 189,50 246,25 373,50 528,00
Code M 7276 0250 M 7276 0300 M 7276 0350 M 7276 0450 M 7276 0600
M 7276 Each  225,75 287,50 372,00 571,00 802,50
For pipes up to Ø inches 1 1  2 2  3
For pipes up to Ø mm 30 40 50 60 75
Weight M 7275 /9 approx. kg 0,670 0,950 1,200 2,050 3,150
Weight M 7276 approx. kg 0,730 1,050 1,310 2,250 3,460
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